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FOR OPERATION ON:
RATED 3.25" 4" 6" 3.33" ADJUST-

MODEL LOAD SAFETY FLAT “S” “S” FLAT ABLE SEE
NUMBER POUNDS Kg CLEVIS RAIL BEAM BEAM TRACK WIDTH PAGE

FT-325 X
FT-266 150 68 NO X NO 3-4
FT-333 X X

MT-250-B 250 113 LUG X X X X YES 5-6

MBC-500-2 500 228 LUG X X X NO 7-8
MBC-500-2-4 X

MBC-500-3 500 228 LUG X X X NO 9-10
MBC-500-3-4 X

AC-500-2 500 228 LUG X X X NO 11-12
AC-500-2-4 X

SAC-500-2 500 228 LUG X X X NO 13-14
SAC-500-2-4 X

UT-500 500 228 LUG X X X X YES 15-16

TA-325 X
TA-4 1000 453 STEEL X NO 17-18
TA-6 X X

UT-1000 1000 453 LUG X X X X YES 19-20

MBC-1000 1000 453
or or LUG X X X NO 21-22

1500 680

MBC-1000-3 1000 453
or or LUG X X X NO 23-24

1500 680

AC-1027-1 1000 453
or or LUG X X X NO 25-26

1500 680

SAC-1020-1 1000 453
or or LUG X X X NO 27-28

1500 680

BT-325 X
BT-266 1500 680 STEEL X NO 29-30
BT-333 X X

T-612 1500 680 STEEL X X X X YES 31-32

T-325 X
T-904 2000 907 STEEL X NO 33-34
T-906 X X

TSE-1017-1 2500 1134 LUG X X X NO 35-36

MBC-2500 2500 1134 LUG X X X NO 37-38

TT-1023 3000 1360 STEEL X X X NO 39-40
TT-1023-HT 3000 1360 STEEL X X X NO

BT-325-10 3000 1360 STEEL X NO
BT-333-10 X X 41-42
BT-325-10R 4000 1814 STEEL X NO
BT-333-10R X X
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Model Number
■ Ft-325 for operation on 3.25/3.33" flange flat rail

■ Ft-233 for operation on 2.33" flange 3" S-Beam

■ Ft-266 for operation on 2.66" flange 4" S-Beam

■ Ft-333 for operation on 3.33" flange 6" S-Beam

■ When ordering add suffix “B” if bumper option 
is required. Example:(FT-325-B)

Application
■ For festooning of cable or hose along runway

■ For suspension of small portable tools

■ For suspension of light duty balancers

Features
■ 2 inch diameter ball bearing flanged load wheels

■ Flat or tapered tread for flat rail or S-Beam

■ Flat ball bearing “kick-up” wheels

■ FT-325 3.25/3.33" flat rail (10120)

■ FT-233 3" S-Beam (10080)

■ FT-266 4" S-Beam (10100)

■ FT-333 6" S-Beam (10135)

■ FT-325-B (10130)

■ FT-233-B (10090)

■ FT-266-B (10110)

■ FT-333-B (10137)
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Model Number
■ MT-250-B
■ Specify for operation on 3.25"/3.33" flange flat rail

for operation on 2.33" flange 3" S-Beam
for operation on 2.66" flange 4" S-Beam
for operation on 3.33" flange 6" S-Beam

Application
■ For suspension of light duty balancer or hoist

■ For suspension of portable tools or fixtures

Features
■ Adjustable width to fit flat rail and 4 or 6" S-Beam

■ High tensile almag alloy frames

■ Built in safety lugs also prevent “kick-up”

■ Ball bearing flanged load wheels for flat rail or
S-Beam

Options
■ Can be furnished with load link

■ 3.25"/3.33" flat rail (10210)

■ 3" S-Beam (10212)

■ 4" S-Beam (10212)

■ 6" S-Beam (10211)
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Model Number
■ MBC-500-2 for operation on 3.25" or 3.33" -

flanged flat rail or 3.33" 6" S-beam (12.5 lb.)

■ MBC-500-2-4 for operation on 2.66" flange 4" 
S-Beam (7.7 lb.)

Application
■ Used in pairs for light load bridge crane end

trucks

■ Used in tandem as articulating or rigid
application for rated loads to 1000 pounds

Features
■ High tensile almag alloy frames

■ Integral built in safety lugs

■ Shielded side thrust roller protection

■ Hardened ball bearing side thrust rollers

■ Forged wheel 3.2" diameter, flat or contoured
induction hardened with permanently sealed
precision ball bearings

Options
■ Standard conveyor wheel 3.2" diameter flat or

contoured with lubricated ball bearings

■ Can be furnished as an assembled end truck
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Model Number
■ MBC-500-3 for operation on 3.25" or 3.33" -

flange flat rail or 3.33" flange 6" S-Beam (12.5 lb.)

■ MBC-500-3-4 for operation on 2.66" flange 4" 
S-Beam (7.7 lb.)

Application
■ Used in pairs on one or both ends of bridge

crane to eliminate cantilever ”kick-up” where
overhang of bridge beam and load exceeds
counter weight of bridge

■ Use on light load telescope units for extending
load beyond bridge crane span

■ Can be adapted to tools and fixtures where
cantilever rolling action is required. Third wheel
engages underside of rail to eliminate possible drag

Features
■ High tensile almag alloy frames

■ Integral built in safety lugs

■ Shielded side thrust roller protection

■ Hardened ball bearing side thrust rollers

■ Forged wheels 3.2” diameter flat or contoured
induction hardened with permanently sealed
precision ball bearings

Options
■ Standard conveyor wheels 3.2" diameter flat or

contoured with lubricated ball bearings

■ Can be furnished as assembled end truck
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Model Number
■ AC-500-2 for operation on 3.25" or 3.33" flange

flat rail or 3.33" flange 6" S-Beam (12.5 lb.)

■ AC-500-2-4 for operation on 2.66" flange 4" 
S-Beam (7.7 lb.)

Application
■ Used in pairs for bridge crane end truck

assemblies for negotiating curved runways

■ Used in tandem as articulating load bars on
horizontal and vertical curved monorail systems

Features
■ High tensile almag alloy frames

■ Integral built-in safety lugs

■ Shielded side thrust roller protection

■ Hardened ball bearing side thrust rollers

■ Forged wheels 3.2" diameter flat or contoured
induction hardened with permanently sealed
precision ball bearings

■ Load bearing brass wear plate

■ Heat treated steel pivot bolt

Options
■ Standard conveyor wheels 3.2" diameter flat or

contoured with lubricated ball bearings

■ Can be furnished as an assembled end truck or
load bar
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Model Number
■ SAC-500-2 for operation on 3.25" or 3.33" flange

flat rail or 3.33" flange 6" S-Beam (12.5 lb.)

■ SAC-500-2-4 for operation on 2.66" flange 4" 
S-Beam (7.7 lb.)

Application
■ Used in pairs for bridge crane end trucks where

gage of span is not parallel

Features
■ High tensile almag alloy frames

■ Integral built in safety lugs

■ Shielded side thrust roller protection

■ Hardened ball bearing side thrust rollers

■ Forged wheels 3.2" diameter flat or contoured
induction hardened with permanently sealed
precision ball bearings

■ Load bearing brass wear plate

■ Hardened steel self aligning bolt

■ Trolley is designed to seek center of runway rail

Options
■ Standard conveyor wheels 3.2" diameter flat or

contoured with lubricated ball bearings

■ Can be furnished as an assembled end truck
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Model Number
■ Series UT-500 fully adjustable with stored

spacers to allow for adjustment to the following
rail sizes

■ For operation on 3", 4" and 6" S-Beam

■ For operation on 3.25" flange flat rail

■ For operation on 3.33" flange flat track

Application
■ Suspension of hook mounted spring balancers,

hoists, nut runners, rivet guns, hand tools,
fixtures, etc.

■ Used in pairs for load bars

Features
■ High tensile almag alloy frames

■ Integral built in safety lugs

■ Shielded side thrust roller protection

■ Safety eye bolt penetrates through both almag
trolley frames 

■ Independent load bearing bolt

■ Forged 2.3" diameter wheels flat or contoured
induction hardened with permanently sealed
precision ball bearings

■ Hardened ball bearing side thrust rollers

■ Minimum horizontal radius - 18"

■ Minimum vertical radius - 36"

Options
■ UT-500-S with spool and no load link

■ UT-500-LL with load link

■ Standard conveyor wheel 2.3" diameter flat or
contoured with lubricated ball bearings
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Model Number
■ TA-325 for operation on 3.25/3.33" flange flat rail

■ TA-4 for operation on 2.66" flange 4" S-Beam

■ TA-6 for operation on 3.33" flange 6" S-Beam

Application
■ For suspension of portable tools, welding guns,

balancers, hoists, fixtures etc.

Features
■ Patented dual safety clevis

■ High tensile almag alloy frames

■ Trolley frames are hinged for ease of installation

■ Hardened and ground ball bearing side thrust
rollers

■ Minimum track radius is 60 inches

Options
■ Available as shown with wear sleeve for hook

mounting

■ Available with insulation at hook mounting and
penetrating eye bolt
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Model Number
■ Series UT-1000 fully adjustable with stored

spacers for the following rail sizes:

■ For operation on 4" or 6" S-Beam

■ For operation on 3.25" flange flat rail

■ For operation on 3.33" flange flat track

Application
■ Suspension of weld gun balancers, hoists, nut

runners, rivet guns, fixtures etc.

■ Used in pairs for load bars or bridge crane end
trucks

Features
■ High tensile almag alloy frames

■ Built-in safety lugs, integral in almag frames
■ Safety through eye bolt penetrates both almag

trolley frames 

■ Shielded side guide rollers

■ Hardened and ground ball bearing side guide
rollers

■ Minimum track radius 24 inches

Options
■ UT-1000-YB dielectrically insulated yoke block,

safety strap and shackle

■ UT-1000-LL — non-insulated with forged through
eye bolt, spool and load link

■ UT-1000-S — non-insulated with spool

■ 3.25" dia. flat or contoured load wheel

■ Lubricated hardened and ground steel wheel
(standard)

■ Permanently lubricated forged steel wheels
induction hardened
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Model Number
■ MBC-1000 for operation on 3.25"/3.33" 

flange flat rail

■ MBC-1000 for operation on 3.33" flange 6" 
S-Beam

Application
■ Used in pairs for bridge crane end truck

assemblies and load bars

Features
■ Built-in safety lugs, integral in almag frames

■ High tensile almag alloy frames

■ 4.62" diameter drop forged steel load wheels
with low friction sealed bearings permanently
lubricated

■ Hardened and ground ball bearing 
side thrust rollers

Options
■ Dual bearing for greater rated loads up to 

1500 pounds
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Model Number
■ MBC-1000-3 for operation on 3.25"/3.33" flange

flat rail

■ MBC-1000-3 for operation on 3.33" flange 6" 
S-Beam

Application
■ Used in pairs on one or both end truck

assemblies of medium or standard bridge cranes
with overhanging bridge beam

■ Can be adapted for tools or fixtures where 
a “kick-up” rolling action is required

Features
■ Built-in safety lugs, integral in frames

■ High tensile almag alloy frames

■ 4.62" diameter drop forged steel load wheels
with low friction sealed bearings permanently
lubricated

■ Third wheel acts as a counter thrust to avoid
kick-up when load is extended beyond normal
bridge span. This will allow movement of bridge
with suspended load

■ Hardened and ground ball bearing side 
thrust rollers

Options
■ Dual bearings for greater rated loads up to 

1500 pounds
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Model Number
■ AC-1027-1 for operation on 3.25"/3.33" flange 

flat rail

■ AC-1027-1 for operation on 3.33" flange 6" 
S-Beam

Application
■ Used in pairs for bridge crane end truck

assemblies to negotiate minimum 3 foot curved
runways

■ Load bars for curved monorail, minimum 3 foot
radius

Features
■ High tensile almag alloy frames

■ Built-in safety lugs, integral in almag frames

■ 4.62" diameter drop forged steel load wheels
with low friction sealed bearings permanently
lubricated

■ Hardened and ground ball bearing side thrust
rollers

■ Steel pivot pin (centralized to permit rotation
around its axis)

■ Brass wear plate

Options
■ Dual bearings for greater rated loads up to 

1500 pounds
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Features
■ High tensile almag alloy frames

■ Built-in safety lugs, integral in frames

■ 4.62" diameter drop forged steel load wheels
with low friction sealed bearings permanently
lubricated

■ Hardened and ground ball bearing side thrust
rollers

■ Steel self-aligning pin

■ Brass wear plate

Options
■ Dual bearings for greater rated loads up to

1500 pounds

Model Number
■ SAC-1020-1 for operation on 3.25"/3.33" flange

flat rail

■ SAC-1020-1 for operation on 3.33" flange 6”
S-Beam

Applications
■ Used in pairs for bridge crane end truck

assemblies where runway spans are not parallel
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Model Number
■ BT-325 for operation on 3.25"/3.33" flange flat rail

■ BT-266 for operation on 2.66" flange 4" S-Beam

■ BT-333 for operation on 3.33" flange 6" S-Beam

Application
■ For suspension of portable tools, welding guns,

balancers, hoists, fixtures etc.

■ Used in pairs for bridge crane end truck
assemblies and load bars

Features
■ Patented dual safety clevis

■ 3.25" diameter load wheels

■ High tensile almag alloy frames

■ Hardened and ground ball bearing side 
thrust rollers

■ Minimum track radius is 60 inches

Options
■ Available with or without forged eye bolt

■ Available with or without dual hanging strap

■ Flat or contoured “Conveyor” steel load wheels
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UNIFIED
FOUR WHEEL

SAFETY TROLLEYS
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RATED LOAD
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Model Number
■ T-612

■ For operation 4, 6, 8, 10, or 12" S-Beam

■ For operation on 3.25" flange flat rail

■ For operation on 3.33" flange flat track

Application
■ For suspension of portable tools, welding guns,

balancer, hoists, fixtures etc.

Features
■ Adjustable width

■ Patented dual floating safety clevis

■ High tensile almag alloy frames

■ 3.25" diameter load wheels

■ Hardened and ground ball bearing side 
thrust roller

■ Hardened and ground ball bearing side 
thrust roller

■ Minimum track radius is 72 inches

Options
■ Flat or contoured “conveyor” steel load wheels
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FOUR WHEEL

SAFETY TROLLEYS
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RATED LOAD
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Model Number
■ T-325 for operation on 3.25"/3.33" flange flat rail

■ T-904 for operation on 2.66" flange 4" S-Beam

■ T-906 for operation on 3.33" flange S-Beam

■ Add suffix LL when ordering load link. (T-325-LL)

■ Add prefix TS when ordering with swivel.
(TS-325)

Applications
■ Specifically designed for suspension of portable

spotweld gun transformer stations not exceeding
2000 pounds rated load.

■ For suspension of portable tools, hoists, 
fixtures etc.

Features
■ Patented dual safety clevis

■ High tensile almag alloy frames

■ 3.25" diameter load wheels

■ Hardened and ground ball bearing side thrust
rollers

Options
■ Available with universal swivel assembly, eye bolt

and eye nut

■ Single or dual transformer trolley bumpers

■ Flat or contoured “conveyor” steel load wheels

■ Weldless forged load link

■ Safety chains, 3/8" with shackles, specify
number of links.
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PAGE 35
PATENT RAIL AND
STANDARD SHAPES
TROLLEYS

Model Number
■ TSE-1017-325 for operation on 3.25"/3.33"

flange flat rail

■ TSE-1017-333 for operation on 3.33" flange 6"
S-Beam

Application
■ Used in pairs on telescoping transfer beam

extensions

Features
■ High tensile almag alloy frames

■ Built-in safety lugs integral in frames

■ 4.62" diameter drop forged steel load and kick-
up wheels with low friction sealed bearings
permanently lubricated

■ Large 2.40" diameter hardened and ground ball
bearing side thrust rollers
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Model Number
■ MBC-2500-325 for operation on 3.25"/3.33"

flange flat rail

■ MBC-2500-333 for operation on 3.33" flange 6"
S-Beam

Application
■ Used in pairs for heavy load bridge crane end

truck assemblies

■ Used for heavy load bars and bridge beam
trolleys

Features
■ High tensile almag alloy frames

■ Built-in safety lugs

■ 5.62" wheel diameter drop forged steel load
wheels with low friction sealed bearings
permanently lubricated

■ Large 2.40" diameter hardened and ground ball
bearing side thrust rollers

Options
■ Dual bearings for greater rated loads up to

3000 pounds
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FOUR WHEEL

SAFETY TROLLEYS
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RATED LOAD
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Model Number
■ TT-1023 with transformer support, safety angle

brackets with “U” bolts and bumpers

■ TT-1023-HT with yoke for hook mounted hoist

Application
■ For suspension of portable spotweld gun

transformers

■ For suspension of portable tools, hoists, 
fixtures, etc.

Features
■ High tensile almag alloy frames and yoke

■ Dual safety clevis and built-in safety lugs, 
integral in almag frames

■ Safety angles with “U” bolts or safety chain
mounted to dual safety clevis

■ Bolt penetrates safety angles, safety clevis and
yoke for complete safety

■ Drop forged steel load wheels with low friction
sealed bearings permanently lubricated

■ Yoke oscillates 15° in either direction for slightly
out-of-balance loads permitting all wheels to
remain in contact with running surface

■ Shielded side thrust rollers.

■ Flangeless 4-5/8" diameter wheels with
hardened and ground ball bearing side thrust
rollers

■ Flat or contoured wheels for 3.25" wide flat track,
3.33" wide special flat track or 3.33" wide 6"
S-Beam

Options
■ Safety chains, 3/8" triple “B” with shackles,

specify number of links
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UNIFIED
FOUR WHEEL

SAFETY TROLLEYS
3000 OR 4000 POUND

MAX. RATED LOAD
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Model Number
■ BT-325-10 for operation on 3.25/3.33" flange 

flat rail

■ BT-333-10 for operation on 3.33" flange 6"
S-Beam

■ When ordering 4000 pound rated load add suffix
“R” (BT-325-10R)

Application
■ Used in pairs for heavy load bridge crane end

truck assemblies

■ For suspension of portable tools, balancer,
hoists, fixtures etc.

■ For bridge beam trolley with optional dual
hanging strap 

Features
■ Patented dual safety clevis

■ High tensile almag alloy frames

■ 4.75" diameter heavy duty load wheels

■ Hardened and ground ball bearing side
thrust rollers

Options
■ Available with dual hanging straps for

suspension of heavy hook mounted loads

■ Available with universal swivel assembly
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This bridge crane has a safe load rating, which
has been clearly marked on both sides by the
manufacturer. The total weight of the suspended
load should never exceed 100% of this limit. The
weight of all handling devices such as buckets,
magnets, grabs, balancers, hoists, weldguns, etc.
must be included as a part of the suspended load.
The weight of such devices should therefore be
determined and clearly marked.

Consideration should be given when installing
hoisting devices. Load ratings for such devices
may exceed the load rating of the bridge crane.

The operator should inspect this bridge crane for
loose bolts and worn, cracked or distorted parts
prior to use (inspection should include all handling
devices and mounting equipment). Defective parts
should be replaced with manufacturer-approved
parts before use of bridge crane is resumed.

This br idge crane conforms to the safety
standards of the U.S. Occupational Safety and
Health Administration (OSHA). Any alteration of its
structure or change in its rated load capacity may
render null and void any manufacturer's
warranties, expressed or implied.

Ref: Code of Federal Regulations,
U.S. Labor Dept. Book #29,
Parts 1900 to 1910.
Revised as of July, 1984.

CAUTION




